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TEST DEFINITION
ENTRY NAME ALB SAMPLE (ml) NORMAL 2.25
REPORT NAME ALBUMINA LOW .000 HIGH 1.25
RATIO REF ALB
TEST NUMBER * UNITS PRIM MG/DL SEC G/L
TEST TYPE CALIBRATED SEC. UNITS FACTOR 10.0000
MATH LIN REG END PT PRINT DIGITS 1
REACTION DIRECTION UP
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE REAGENT BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME ALB TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG END PT

CAL MODE CAL ON CMD CAL INTERVAL (HR) *

INTCPT TOL [C] -1000.00 TO 1000.00 REF CAL FACTOR *

% TOL OF CAL FACTOR 10 % TOL OF CAL 10
CAL LEVEL 0

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1
* * 1
* * 1
* * 1

SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001 - email: doles@doles.com.br
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TEST PARAMETER FILE: REAGENT DEFINITION
REAGENT NUMBER 1 FOR TEST ALBUMINA

REAGENT NAME ALB LINEARITY [C] 0.00000 TO      8.00000
LOT ID * INITIAL Ad 0.500

ABS LIMIT (Ad) 1.80
REAG VOL (� L) NORM 236

LOW .000 HIGH 236 BEFORE WASH CYCLES 18
FIRST READ TIME (SEC) 120 AFTER WASH CYCLES 18
LAST  READ TIME (SEC) 240 MIX TIME (SEC) 1.00
NUMBER OF READS 1 COOLING
READ INTERVAL (SEC) 60.0 CONSTANT INTERCEPT 0.00000
AUX REAG DISP (SEC) 0 CORRECTION LIMIT 0.00000
RSM 0 SPECTRAL CORRECTION

      PRIM SEC USE IN CONST E. F. LOW HIGH
636 /564 A 1.00 .000 .000 .000
636 /564 A 1.00 .000 .000 .000
636 /564 A 1.00 .000 .000 .000
636 /564 A 1.00 .000 .000 .000
636 /564 A 1.00 .000 .000 .000
636 /MA LE 1.00 .000 .000 .000

*Parâmetro a ser definido pelo usuário.

ALBUMINA
Ref. 250: 1059 determinações
Ref. 500: 2118 determinações

PREPARO DO REAGENTE DE USO
Vide Instruções de uso do kit.

CONTROLE DE QUALIDADE
O uso de soro cont role de referência deve ser um a prát ica rot ineira do laboratór io.
Recomenda-se ut ili zar um soro cont role com valor na faixa de norm alidade ( sor o co n t r o le N
– Do les)  e out ro soro cont role de valor elevado ( so r o co n t r o l e P – Dol es) .
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ALT/TGP CINÉTICA
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ALT/TGP CINÉTICA

TEST DEFINITION
ENTRY NAME ALT SAMPLE (ml) NORMAL 23.5
REPORT NAME ALT-GPT LOW .000 HIGH 10
RATIO REF ALT
TEST NUMBER * UNITS PRIM UI SEC UI
TEST TYPE CALIBRATED SEC. UNITS FACTOR 1.00000
MATH LIN REG RATE KIN BLNK PRINT DIGITS 0
REACTION DIRECTION DOWN
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE SERUM BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME ALT TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG RATE KIN BLNK

CAL INTERVAL (HR) *

TOLERANCE RANGE (ABS/MIN) -1000.00 TO 1000.00

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1

SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br
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TEST PARAMETER FILE: REAGENT DEFINITION
REAGENT NUMBER 1 FOR TEST ALT-GPT

REAGENT NAME ALT LINEARITY [C] 0.00000 TO      350.000
LOT ID * INITIAL Ad 0.800

ABS LIMIT (Ad) 0.300
REAG VOL (� L) NORM 236

LOW .000 HIGH 236 BEFORE WASH CYCLES 18
FIRST READ TIME (SEC) 60 AFTER WASH CYCLES 18
LAST  READ TIME (SEC) 420 MIX TIME (SEC) 1.00
NUMBER OF READS 6 COOLING YES
READ INTERVAL (SEC) 60.0 CONSTANT INTERCEPT 0.00000
AUX REAG DISP (SEC) 0 CORRECTION LIMIT 0.00000
RSM 0 SPECTRAL CORRECTION

 PRIM SEC USE IN CONST E. F. LOW HIGH
  340 /380 A 1.00 @ .000 .000
  340 /380 A 1.00 .000 .000 .000
  340 /380 A 1.00 .000 .000 .000
  340 /380 A 1.00 .000 .000 .000
  340 /380 A 1.00 .000 .000 .000
  340 /MA LE 1.00 .000 .000 .000

@ = Coeficiente de extinção micromolar do NADH em 340/380 nm informado em uma etiqueta localizada
dentro da porta central superior de acesso ao sistema eletrônico.

*Parâmetro a ser definido pelo usuário.

ALT-TGP
Ref. 50:   211 determinações
Ref. 100: 422 determinações

PREPARO DO REAGENTE DE USO
Vide Instruções de uso do kit.

CONTROLE DE QUALIDADE
O uso de soro cont role de referência deve ser uma prática rot ineira do laboratório.
Recomenda-se ut ili zar um soro cont role com valor na faixa de norm alidade ( so r o con t r o le N
– Do les)  e out ro soro cont role de valor elevado ( so r o con t r o le P – Do les) .
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AMILASE - CNPG

AMILASE - CNPG
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TEST DEFINITION
ENTRY NAME AMIL SAMPLE (ml) NORMAL 5.00
REPORT NAME AMILASE LOW .000 HIGH 2.50
RATIO REF AMIL
TEST NUMBER * UNITS PRIM UI SEC UI
TEST TYPE CALIBRATED SEC. UNITS FACTOR 1.00000
MATH LIN REG RATE KIN BLNK PRINT DIGITS 0
REACTION DIRECTION UP
REAGENTS 1 INST MUL 0.69920 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE SERUM BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME AMIL TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG RATE KIN BLNK

CAL INTERVAL (HR) *

TOLERANCE RANGE (ABS/MIN) -1000.00 TO 1000.00

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1

SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001 - email: doles@doles.com.br
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TEST PARA METER FIL E: REA G ENT DEFINITIO N
R E AG EN T N U MB ER 1 FOR  TE ST A MIL ASE

R E AG EN T N A M E A MIL L IN E AR ITY  [C ] 0.00000 TO      2000.00
LO T  ID * IN IT IA L Ad 0.500

A BS  LIM IT  (Ad) 0.500
R E AG  VO L (� L) N O R M 236

LOW .000 H IG H 236 B EFOR E  W A SH  C YC LE S 18
F IR ST  R E AD  T IME  (SE C ) 60 A FTE R  W AS H  C YC LES 18
LA ST   R E AD  T IM E  (SE C ) 420 M IX T IM E (S EC ) 1.00
N U MB ER  O F  R EA D S 6 C O OL IN G YES
R E AD  IN TE R VA L (S EC ) 60.0 C O N STA N T  IN TE R C EP T 0.00000
A U X R EA G  D ISP  (S EC ) 0 C O R R EC T IO N  L IM IT 0.00000
R S M 0 S PE C TR AL C O R R EC T IO N

P R IM S EC U S E IN C O N ST E . F. LOW H IG H

412 /452 A 1.00 @ .000 .000
412 /452 A 1.00 .000 .000 .000
412 /452 A 1.00 .000 .000 .000
412 /452 A 1.00 .000 .000 .000
412 /452 A 1.00 .000 .000 .000
412 /M A L E 1.00 .000 .000 .000

@ = Coefic iente  de extinção m icrom olar do PNP em  412/452 nm  info rm ado em  um a e tiqueta localizada
dentro  da porta central superior de  acesso  ao  s is tem a eletron ico.

*P arâm etro a ser definido  pelo usuário.

AM IL ASE CNPG
Ref.30 : 127  determ inações
Ref.60 : 254  determ inações

PREPARO DO REAGENTE D E USO
V ide Instruções de  uso  do k it.

CONTROL E DE QUAL IDADE
O uso de soro con t r ole de r eferência deve ser um a pr át ica r ot ineir a do labor at ór io .
Recom enda- se u t ili zar um sor o con t ro le com v alor na faix a de nor m ali dade ( s o r o co n t r o le N
– D o l e s )  e ou t ro soro con t role de v alor elev ado ( s o r o co n t r o le P – D o l e s ) .
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AST/TGO CINÉTICA

AST/TGO CINÉTICA
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TEST DEFINITION
ENTRY NAME AST SAMPLE (ml) NORMAL 23.5
REPORT NAME AST-GOT LOW .000 HIGH 10
RATIO REF AST
TEST NUMBER * UNITS PRIM UI SEC UI
TEST TYPE CALIBRATED SEC. UNITS FACTOR 1.00000
MATH LIN REG RATE KIN BLNK PRINT DIGITS 0
REACTION DIRECTION DOWN
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE SERUM BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME AST TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG RATE KIN BLNK

CAL INTERVAL (HR) *

TOLERANCE RANGE (ABS/MIN) -1000.00 TO 1000.00

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1

SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br
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TEST PARAMETER FILE: REAGENT DEFINITION
REAGENT NUMBER 1 FOR TEST AST-GOT

REAGENT NAME AST LINEARITY [C] 0.00000 TO      350.000
LOT ID * INITIAL Ad 0.800

ABS LIMIT (Ad) 0.300
REAG VOL (� L) NORM 236

LOW .000 HIGH 236 BEFORE WASH CYCLES 18
FIRST READ TIME (SEC) 60 AFTER WASH CYCLES 18
LAST  READ TIME (SEC) 420 MIX TIME (SEC) 1.00
NUMBER OF READS 6 COOLING YES
READ INTERVAL (SEC) 60.0 CONSTANT INTERCEPT 0.00000
AUX REAG DISP (SEC) 0 CORRECTION LIMIT 0.00000
RSM 0 SPECTRAL CORRECTION

PRIM SEC USE IN CONST E. F. LOW HIGH
340 /380 A 1.00 @ .000 .000
340 /380 A 1.00 .000 .000 .000
340 /380 A 1.00 .000 .000 .000
340 /380 A 1.00 .000 .000 .000
340 /380 A 1.00 .000 .000 .000
340 /MA LE 1.00 .000 .000 .000

@ = Coeficiente de extinção micromolar do NADH em 340/380 nm informado em uma etiqueta localizada
dentro da porta central superior de acesso ao sistema eletrônico.

*Parâmetro a ser definido pelo usuário.

AST/TGO
Ref. 50:   211 determinações
Ref. 100: 422 determinações

PREPARO DO REAGENTE DE USO
Vide Instruções de uso do kit.

CONTROLE DE QUALIDADE
O uso de soro cont role de referência deve ser um a prática rot ineira do laboratório.
Recomenda-se ut ili zar um soro cont role com valor na faixa de norm alidade ( so r o co n t r o l e N
– Do les)  e out ro soro cont role de valor elevado ( so r o co n t r o l e P – Do les) .
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CÁLCIO ARSENAZO

CÁLCIO ARSENAZO
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TEST DEFINITION
ENTRY NAME CA SAMPLE (� l) NORMAL 3.5
REPORT NAME CÁLCIO LOW .000 HIGH 2.5
RATIO REF CA
TEST NUMBER * UNITS PRIM MG/DL SEC
TEST TYPE CALIBRATED SEC. UNITS FACTOR 0.02600
MATH 1PTCAL FACTOR END PT PRINT DIGITS 0
REACTION DIRECTION UP
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE REAGENT BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME CA TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG END PT

CAL MODE CAL ON CMD CAL INTERVAL (HR) *

INTCPT TOL [C] -1000.00 TO 1000.00 REF CAL FACTOR

% TOL OF CAL FACTOR 10 % TOL OF CAL 10
CAL LEVEL 0

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1
* * 1
* * 1
* * 1

TEST PARAMETER FILE: REAGENT DEFINITION
REAGENT NUMBER 1 FOR TEST CÁLCIO

REAGENT NAME CA LINEARITY [C] 1 TO               20
LOT ID * INITIAL Ad 0.200

ABS LIMIT (Ad) 2.400
REAG VOL (� L) NORM 236

LOW .000 HIGH 236 BEFORE WASH CYCLES 18
FIRST READ TIME (SEC) 120 AFTER WASH CYCLES 18
LAST  READ TIME (SEC) 120 MIX TIME (SEC) 1.00
NUMBER OF READS 1 COOLING
READ INTERVAL (SEC) 60.0 CONSTANT INTERCEPT 0.00000
AUX REAG DISP (SEC) 0 CORRECTION LIMIT 0.00000
RSM 0 SPECTRAL CORRECTION

PRIM SEC USE IN CONST E. F. LOW HIGH
660 /572 A 1.00 .000 .000 .000

CÁLCIO ARSENAZO
424  determinações

PREPARO DO REAGENTE DE USO
Vide Instruções de uso do kit.

CONTROLE DE QUALIDADE
O uso de soro cont role de referência deve ser uma prát ica rot ineira do laboratór io.
Recomenda-se ut ili zar um soro controle com valor na faixa de normalidade ( so r o co n t r o l e N
– Do les)  e out ro soro cont role de valor elevado ( so r o co n t r o l e P – Do les) .
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CK - NAC

CK - NAC
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TEST DEFINITION
ENTRY NAME CK SAMPLE (ml) NORMAL 5.00
REPORT NAME CREATINA QUINASE LOW .000 HIGH 1.25
RATIO REF CK
TEST NUMBER * UNITS PRIM UI SEC UI
TEST TYPE CALIBRATED SEC. UNITS FACTOR 1.00000
MATH LIN REG RATE KIN BLNK PRINT DIGITS 0
REACTION DIRECTION UP
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE SERUM BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME CK TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG RATE KIN BLNK

CAL INTERVAL (HR) *

TOLERANCE RANGE (ABS/MIN) -1000.00 TO 1000.00

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1

SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br

REVISÃO:        03  (02/2009)

TEST PARA METER FIL E : REA GENT DEFINITIO N
R EA GEN T N U M BE R 1 FO R  TEST CREA TINA  QUINA SE

R EA GEN T N A ME CK LIN EA RITY  [C ] 0.00000 TO 1700.00
LOT  ID * IN ITIA L Ad 0.600

AB S LIM IT  (Ad) 2.40
R EA G VO L (mL) N OR M 236

LOW .000 H IGH 236 BE FO RE  W A SH  C YC LE S 18
FIR S T  RE AD  TIM E  (S EC ) 120 AFTE R  W AS H  C YC LES 18
LAS T R EA D  T IM E (SEC ) 600 M IX TIM E (S EC ) 1.00
N U M BER  O F  RE AD S 6 C OO LIN G YES
R EA D  IN TER VA L (SE C ) 60.0 C ON S TAN T IN TER C EP T 0.00000
AU X  R EAG  D ISP (SE C ) 0 C OR R EC TIO N LIM IT 0.00000
R SM 0 SP EC TR A L C OR R E C TIO N

PR IM SE C U SE  IN C ON S T E. F . LOW H IGH
340 /380 A 1.00 @ .000 .000
340 /380 A 1.00 .000 .000 .000
340 /380 A 1.00 .000 .000 .000
340 /380 A 1.00 .000 .000 .000
340 /380 A 1.00 .000 .000 .000
340 /MA LE 1.00 .000 .000 .000

@ = Coefic iente  de  extinção m icrom olar do NA DH em 340/380  nm  in form ado em  um a etiqueta loca lizada
dentro da  porta  central superior de  acesso ao sis tem a ele tronico.

*Parâm etro a ser de finido pe lo usuário.

CKNA C
254 de te rm inações

PREPAR O DO REAGENTE DE USO
Vide  Instruções de uso do k it.

CONTROLE DE QUA L IDAD E
O uso de soro cont role de referência deve ser um a prát ica rot ineir a do laboratór io.
Recom enda-se ut ili zar um soro cont role com valor na faixa de norm alidade ( so r o co n t r o l e N
– D o les )  e out ro soro cont role de valor elevado ( so r o co n t r o l e P – Do les ) .

ABB OTT SPECTRUM CCX SERIES É MARCA R EGISTRADA DE AB BOTT.

271

* ABBOTT SPECTRUM CCX SÉRIES É MARCA REGISTRADA DE SEUS PROPRIETÁRIOS.  ABBOTT SPECTRUM CCX SÉRIES É MARCA REGISTRADA DE SEUS PROPRIETÁRIOS.
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CLORETOS COLORIMÉTRICO
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CLORETOS COLORIMÉTRICO
TE S T  P A R A M E TE R  F IL E : R E A G E N T D E FIN IT IO N

REAGENT NUMBER 1 FOR TEST C L O R E T O S

REAGENT NAME C L LINEARITY [C] 0 .0 0 0 0 0 TO 1 2 5 .0 0 0
LOT ID * INITIAL Ad 0 .3 0 0

ABS LIMIT (Ad) 2 .4 0
REAG VOL (mL) NORM 2 3 6

LOW .0 0 0 HIGH 2 3 6 BEFORE WASH CYCLES 1 8
FIRST READ TIME (SEC) 3 6 0 AFTER WASH CYCLES 1 8
LAST  READ TIME (SEC) 6 0 0 MIX TIME (SEC) 1 .0 0
NUMBER OF READS 1 COOLING Y E S
READ INTERVAL (SEC) 6 0 .0 CONSTANT INTERCEPT 0 .0 0 0 0 0
AUX REAG DISP (SEC) 0 CORRECTION LIMIT 0 .0 0 0 0 0
RSM 0 SPECTRAL CORRECTION

PRIM SEC USE IN CONST E. F. LOW HIGH
5 0 0 /6 0 4 A 1 .0 0 .0 0 0 .0 0 0 .0 0 0
5 0 0 /6 0 4 A 1 .0 0 .0 0 0 .0 0 0 .0 0 0
5 0 0 /6 0 4 A 1 .0 0 .0 0 0 .0 0 0 .0 0 0
5 0 0 /6 0 4 A 1 .0 0 .0 0 0 .0 0 0 .0 0 0
5 0 0 /6 0 4 A 1 .0 0 .0 0 0 .0 0 0 .0 0 0
5 0 0 /M A L E 1 .0 0 .0 0 0 .0 0 0 .0 0 0

*P a râm e tro  a  s e r de fin ido  pe lo  us u á rio .

CLORETOS
44 4  D e te rm in aç õ es

PREPAR O DO REAGENTE DE USO
V ide  In s t ruç õe s de  us o  do  k it .

CONTROLE DE QUA L IDAD E
O uso de soro controle de referência deve ser uma prát ica rot ineira do laboratório.
Recomenda-se utili zar um soro controle com valor na faixa de normalidade ( sor o con t role N
– Doles)  e outro soro controle de valor elevado ( soro con t role P – Doles) .

ABB OTT SPECTRUM CCX SERIES É MARCA R EGISTRADA DE AB BOTT.

TEST DEFINITION
ENTRY NAME CL SAMPLE (ml) NORMAL 2.25
REPORT NAME CLORETOS LOW .000 HIGH 1.25
RATIO REF CL
TEST NUMBER * UNITS PRIM MMO/L SEC MMOL/L
TEST TYPE CALIBRATED SEC. UNITS FACTOR 0.0556
MATH LIN REG END PT PRINT DIGITS 0
REACTION DIRECTION UP
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE REAGENT BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME CL TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG END PT

CAL MODE CAL ON CMD CAL INTERVAL (HR) *

INTCPT TOL [C] -1000.00 TO 1000.00 REF CAL FACTOR

% TOL OF CAL FACTOR 10 % TOL OF CAL 10
CAL LEVEL 0

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1
* * 1
* * 1
* * 1

SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br

REVISÃO:        03  (02/2009)

  ABBOTT SPECTRUM CCX SÉRIES É MARCA REGISTRADA DE SEUS PROPRIETÁRIOS.

14

(mL)

m



COLESTEROL 250

COLESTEROL 250
SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br 15
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TEST PARA METER FIL E : REA GENT DEFINITIO N
R EA GEN T N U M BE R 1 FO R  TEST COL ESTERO L

R EA GEN T N A ME COL LIN EA RITY  [C ] 0.00000 TO 500.000
LOT  ID * IN ITIA L Ad 0.200

AB S LIM IT  (Ad) 0.800
R EA G VO L (mL) N OR M 236

LOW .000 H IGH 236 BE FO RE  W A SH  C YC LE S 18
FIR S T  RE AD  TIM E  (S EC ) 240 AFTE R  W AS H  C YC LES 18
LAS T  R EA D  TIM E (S EC ) 360 M IX TIM E (S EC ) 1.00
N U M BER  O F  RE AD S 1 C OO LIN G YES
R EA D  IN TER VA L (SE C ) 60.0 C ON S TAN T IN TER C EP T 0.00000
AU X  R EAG  D ISP (SE C ) 0 C OR R EC TIO N LIM IT 0.00000
R SM 0 SP EC TR A L C OR R E C TIO N

PR IM SE C U SE  IN C ON S T E. F . LOW H IGH
500 /604 A 1.00 .000 .000 .000
500 /604 A 1.00 .000 .000 .000
500 /604 A 1.00 .000 .000 .000
500 /604 A 1.00 .000 .000 .000
500 /604 A 1.00 .000 .000 .000
500 /MA LE 1.00 .000 .000 .000

COLESTEROL 250
1059 de te rm inações

PREPAR O DO REAGENTE DE USO
Vide  Instruções de uso do k it.

CONTROLE DE QUA L IDAD E
O uso de soro controle de referência deve ser uma prática rotineira do laboratório.
Recomenda-se utilizar um soro controle com valor na faixa de normalidade ( sor o cont role N
– Doles)  e outro soro controle de valor elevado ( soro cont role P – Doles) .

ABB OTT SPECTRUM CCX SERIES É MARCA R EGISTRADA DE AB BOTT.

SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br

REVISÃO:        03  (02/2009)

  ABBOTT SPECTRUM CCX SÉRIES É MARCA REGISTRADA DE SEUS PROPRIETÁRIOS.

16

TEST DEFINITION
ENTRY NAME COL SAMPLE (� l) NORMAL 2.25
REPORT NAME COLESTEROL LOW .000 HIGH 1.25
RATIO REF COL
TEST NUMBER * UNITS PRIM MG/DL SEC
TEST TYPE CALIBRATED SEC. UNITS FACTOR 0.02600
MATH LIN REG END PT PRINT DIGITS 0
REACTION DIRECTION UP
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE REAGENT BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME COL TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG END PT

CAL MODE CAL ON CMD CAL INTERVAL (HR) *

INTCPT TOL [C] -1000.00 TO 1000.00 REF CAL FACTOR

% TOL OF CAL FACTOR 10 % TOL OF CAL 10
CAL LEVEL 0

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1
* * 1
* * 1
* * 1

(mL)

m



COLESTEROL ENZ. LÍQUIDO

COLESTEROL ENZ. LÍQUIDO
SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br 17
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SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br

REVISÃO:        03  (02/2009)

  ABBOTT SPECTRUM CCX SÉRIES É MARCA REGISTRADA DE SEUS PROPRIETÁRIOS.
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TEST DEFINITION
ENTRY NAME COL SAMPLE (� l) NORMAL 2.25
REPORT NAME COLESTEROL LOW .000 HIGH 1.25
RATIO REF COL
TEST NUMBER * UNITS PRIM MG/DL SEC
TEST TYPE CALIBRATED SEC. UNITS FACTOR 0.02600
MATH LIN REG END PT PRINT DIGITS 0
REACTION DIRECTION UP
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE REAGENT BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME COL TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG END PT

CAL MODE CAL ON CMD CAL INTERVAL (HR) *

INTCPT TOL [C] -1000.00 TO 1000.00 REF CAL FACTOR

% TOL OF CAL FACTOR 10 % TOL OF CAL 10
CAL LEVEL 0

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1
* * 1
* * 1
* * 1

TEST PARAMETER FILE: REAGENT DEFINITION
REAGENT NUMBER 1 FOR TEST COLESTEROL

REAGENT NAME COL LINEARITY [C] 0.00000 TO      800.000
LOT ID * INITIAL Ad 0.200

ABS LIMIT (Ad) 0.800
REAG VOL (� L) NORM 236

LOW .000 HIGH 236 BEFORE WASH CYCLES 18
FIRST READ TIME (SEC) 240 AFTER WASH CYCLES 18
LAST  READ TIME (SEC) 360 MIX TIME (SEC) 1.00
NUMBER OF READS 1 COOLING YES
READ INTERVAL (SEC) 60.0 CONSTANT INTERCEPT 0.00000
AUX REAG DISP (SEC) 0 CORRECTION LIMIT 0.00000
RSM 0 SPECTRAL CORRECTION

PRIM SEC USE IN CONST E. F. LOW HIGH
500 /604 A 1.00 .000 .000 .000
500 /604 A 1.00 .000 .000 .000
500 /604 A 1.00 .000 .000 .000
500 /604 A 1.00 .000 .000 .000
500 /604 A 1.00 .000 .000 .000
500 /MA LE 1.00 .000 .000 .000

COLESTEROL ENZIMÁTICO LÍQUIDO
Ref. 200:   847 determinações
Ref. 500: 2118 determinações

PREPARO DO REAGENTE DE USO
Vide Instruções de uso do kit.

CONTROLE DE QUALIDADE
O uso de soro cont role de referência deve ser uma prát ica rot ineira do laboratór io.
Recomenda-se ut ili zar um soro controle com valor na faixa de normalidade ( so r o co n t r o l e N
– Do les)  e out ro soro cont role de valor elevado ( so r o co n t r o l e P – Do les) .

m

(mL)



COLESTEROL HDL

SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br 19
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SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br

TEST DEFINITION
ENTRY NAME COL SAMPLE (ml) NORMAL 2.25
REPORT NAME COLESTEROL LOW .000 HIGH 1.25
RATIO REF COL
TEST NUMBER * UNITS PRIM MG/DL SEC MMOL/L
TEST TYPE CALIBRATED SEC. UNITS FACTOR 0.02600
MATH LIN REG END PT PRINT DIGITS 0
REACTION DIRECTION UP
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE REAGENT BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME COL TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG END PT

CAL MODE CAL ON CMD CAL INTERVAL (HR) *

INTCPT TOL [C] -1000.00 TO 1000.00 REF CAL FACTOR

% TOL OF CAL FACTOR 10 % TOL OF CAL 10
CAL LEVEL 0

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1
* * 1
* * 1
* * 1

HD L

HD L
CO L H DL

HD L

4.75
2.50

COLESTEROL HDL

HD L

HD L
TEST PARA METER FILE : REA GENT DEFIN ITION

R EA GE NT N U M BE R 1 FO R  TEST COL ESTERO L

R EA GE NT N A M E COL LIN EA R ITY  [C ] 0.00000 TO 500.000
LOT  ID * IN ITIA L Ad 0.200

AB S LIM IT  (Ad) 0.800
R EA G VO L (mL) N OR M 236

LOW .000 H IGH 236 BE FO R E W A SH  C YC LES 18
FIR S T  RE AD  TIM E  (S EC ) 240 AFTE R  W AS H  C YC LE S 18
LAS T  R EA D  T IM E (S EC ) 360 M IX TIM E (S EC ) 1.00
N U M BE R O F  R EAD S 1 C OO LIN G YES
R EA D  INTER V A L (SE C ) 60.0 C ON S TAN T IN TER C E P T 0.00000
AU X  R EAG  D ISP (SE C ) 0 C OR R E CTIO N  LIM IT 0.00000
R SM 0 SP EC TRA L C O RR E C TION

PR IM SE C U SE  IN C ON S T E. F . LOW H IGH
500 /604 A 1.00 .000 .000 .000
500 /604 A 1.00 .000 .000 .000
500 /604 A 1.00 .000 .000 .000
500 /604 A 1.00 .000 .000 .000
500 /604 A 1.00 .000 .000 .000
500 /MA LE 1.00 .000 .000 .000

COLESTEROL HDL
1059 de te rm inações

PREPAR O DO REA GENTE DE USO
Vide  Instruções de  uso do kit.

CONTROLE DE QUA L IDAD E
O uso de soro controle de referência deve ser uma prática rotineira do laboratório.
Recomenda-se utilizar um soro controle com valor na faixa de normalidade ( sor o cont r ole N
– Doles)  e outro soro controle de valor elevado ( soro cont r ole P – Doles) .

ABB OTT SPECTRUM CCX SERIES É MA RCA R EGISTRADA D E ABB OTT.

409

COLESTEROL HDL
40 testes   - 500 mL soro
200 testes - 100 mL soro

OBSERVAÇÕES:
· Utilizar como calibrador o padrão que acompanha o produto Colesterol HDL - Doles.
· Utilizar como amostra o sobrenadante obtido na etapa de precipitação.

Vide instruções de uso do Colesterol HDL - Doles.
· Utilizar como reagente de cor o tampão enzimas do Colesterol 250 Doles ou Colesterol

Enzimático Líquido Doles.

CONTROLE DE QUALIDADE
O uso de soro controle de referência deve ser uma prática rotineira do laboratório. Recomenda-
se utilizar um soro controle com valor na faixa de normalidade  (soro controle N - Doles)  e
outro soro controle de valor elevado (soro controle P - Doles) .

ABBOTT SPECTRUM CCX SERIES É MARCA REGISTRADA DE ABBOTT.  ABBOTT SPECTRUM CCX SÉRIES É MARCA REGISTRADA DE SEUS PROPRIETÁRIOS.

20

(mL)

m



CREATININA

CREATININA
SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br 21
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TEST DEFINITION
ENTRY NAME CREA SAMPLE (ml) NORMAL 23.0
REPORT NAME CREATININA LOW .000 HIGH 5.00
RATIO REF CREA
TEST NUMBER * UNITS PRIM MG/DL SEC UMOL/L
TEST TYPE CALIBRATED SEC. UNITS FACTOR 88.4000
MATH LIN REG END PT PRINT DIGITS 2
REACTION DIRECTION UP
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE SERUM BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME CREA TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG END PT

CAL MODE CAL ON CMD CAL INTERVAL (HR) *

INTCPT TOL [C] -1000.00 TO 1000.00 REF CAL FACTOR

% TOL OF CAL FACTOR 10 % TOL OF CAL 10
CAL LEVEL 0

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1
* * 1
* * 1
* * 1

SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br

REVISÃO:        03  (02/2009)

TE S T  P A R A M E TE R  F IL E : R E A G E N T D E FIN IT IO N
R E A G E N T  N U M B E R 1 F O R  T E S T C R E A TIN IN A

R E A G E N T  N A M E C R E A L IN E A R IT Y  [C ] 0 .0 0 0 0 0 T O 1 0 .0 0 0 0
L O T  ID * IN IT IA L  A d 0 .4 0 0

A B S  L IM IT  (A d ) 1 .2 0
R E A G  V O L  (mL ) N O R M 2 3 6

L O W .0 0 0 H IG H 2 3 6 B E F O R E  W A S H  C Y C L E S 1 8
F IR S T  R E A D  T IM E  (S E C ) 1 2 0 A F T E R  W A S H  C Y C L E S 1 8
L A S T   R E A D  T IM E  (S E C ) 1 2 0 M IX  T IM E  (S E C ) 1 .0 0
N U M B E R  O F  R E A D S 1 C O O L IN G N O
R E A D  IN T E R V A L  (S E C ) 6 0 .0 C O N S T A N T  IN T E R C E P T 0 .0 0 0 0 0
A U X  R E A G  D IS P  (S E C ) 0 C O R R E C T IO N  L IM IT 0 .0 0 0 0 0
R S M 0 S P E C T R A L  C O R R E C T IO N

P R IM S E C U S E  IN C O N S T E . F . L O W H IG H
5 1 6 /6 0 4 A 1 .0 0 .0 0 0 .0 0 0 .0 0 0
5 1 6 /6 0 4 A 1 .0 0 .0 0 0 .0 0 0 .0 0 0
5 1 6 /6 0 4 A 1 .0 0 .0 0 0 .0 0 0 .0 0 0
5 1 6 /6 0 4 A 1 .0 0 .0 0 0 .0 0 0 .0 0 0
5 1 6 /6 0 4 A 1 .0 0 .0 0 0 .0 0 0 .0 0 0
5 1 6 /M A L E 1 .0 0 .0 0 0 .0 0 0 .0 0 0

*P a râm e tro  de f in ido  liv rem e n te  pe lo  us uá rio .

C R E A TIN IN A
R e f.A  -  2 065 de te rm ina ç ões
K itã o  –  98 30  de te rm in aç ões

P R E P A R O  D O  R E A G E N TE  D E  U S O
·  2 ,5m L  de  rea gen te  p íc rico
·  10 m L  d e  ág ua  des t ilad a /de io n iz ad a .
·  10  go ta s  d e  s o luç ão  a lc a lina .
·  H om oge ne iza r e  rep ous a r du ran te  5  m inu tos  a ntes  d e  us a r.

C O N TR O L E  D E  Q U A L ID A D E
O u so d e soro co n t ro le de re ferên cia d eve ser u m a pr át ica ro t in e ira do lab or at ó r io .
Recom en da- se u t ili zar u m sor o con t r o le com v alor n a fa ix a d e n orm alid ad e ( so r o co n t r o l e N
– D o l e s )  e ou t ro soro co n t ro le d e v a lor e lev ado ( s o r o co n t r o l e P – D o l e s ) .

A B B O T T S P E C TR UM  C CX  S E R IE S  É  M A R C A R E G IS TR A D A D E  A B B O T T.

CREATININA
2200 determinações

PREPARO DO REAGENTE DE USO
Vide instruções de uso.

CONTROLE DE QUALIDADE
O uso de soro controle de referência deve ser uma prática rotineira do laboratório.
Recomenda-se utilizar um soro controle com valor na faixa de normalidade  (soro controle
N - Doles)  e outro soro controle de valor elevado (soro controle P - Doles) .

ABBOTT SPECTRUM CCX SERIES É MARCA REGISTRADA DE ABBOTT.  ABBOTT SPECTRUM CCX SÉRIES É MARCA REGISTRADA DE SEUS PROPRIETÁRIOS.
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DHL - UV

DHL - UV
SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br 23
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TEST DEFINITION
ENTRY NAME LDH SAMPLE (ml) NORMAL 5.00
REPORT NAME LDH UV LOW .000 HIGH 2.50
RATIO REF LDH
TEST NUMBER * UNITS PRIM UI SEC UI
TEST TYPE CALIBRATED SEC. UNITS FACTOR 1.00000
MATH LIN REG RATE KIN BLNK PRINT DIGITS 0
REACTION DIRECTION DOWN
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE SERUM BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME LDH TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG RATE KIN BLNK

CAL INTERVAL (HR) *

TOLERANCE RANGE (ABS/MIN) -1000.00 TO 1000.00

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1

TEST PARAMETER FILE: REAGENT DEFINITION
REAGENT NUMBER 1 FOR TEST LDH UV

REAGENT NAME LDH LINEARITY [C] 0.00000 TO 1257.00
LOT ID * INITIAL Ad

ABS LIMIT (Ad)
REAG VOL (mL) NORM 236

LOW .000 HIGH .000 BEFORE WASH CYCLES 18
FIRST READ TIME (SEC) 60 AFTER WASH CYCLES 18
LAST  READ TIME (SEC) 420 MIX TIME (SEC) 1.00
NUMBER OF READS 6 COOLING Yes
READ INTERVAL (SEC) 60.0 CONSTANT INTERCEPT 0.00000
AUX REAG DISP (SEC) 0 CORRECTION LIMIT 0.00000
RSM 0 SPECTRAL CORRECTION

PRIM SEC USE IN CONST E. F. LOW HIGH
340 /380 A 1.00 @ .000 .000
340 /380 A 1.00 .000 .000 .000
340 /380 A 1.00 .000 .000 .000
340 /380 A 1.00 .000 .000 .000
340 /380 A 1.00 .000 .000 .000
340 /MA LE 1.00 .000 .000 .000

@ = Coeficiente de extinção micromolar do NADH em 340/380 nm informado em uma etiqueta localizada
dentro da porta central superior de acesso ao sistema eletronico.

*Parâmetro a ser definido pelo usuário.

DHL UV
169 determinações

PREPARO DO REAGENTE DE USO
Vide Instruções de uso do kit.

CONTROLE DE QUALIDADE
O uso de soro cont role de referência deve ser uma prát ica rot ineira do laboratório.
Recomenda-se utili zar um soro cont role com valor na faixa de normalidade ( so r o co n t r o l e N
– Do les)  e out ro soro cont role de valor elevado ( so r o co n t r o l e P – Do les) .

ABBOTT SPECTRUM CCX SERIES É MARCA REGISTRADA DE ABB OTT.

SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br

REVISÃO:        03  (02/2009)

  ABBOTT SPECTRUM CCX SÉRIES É MARCA REGISTRADA DE SEUS PROPRIETÁRIOS.
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FOSFATASE ALCALINA CINÉTICA

FOSFATASE ALCALINA CINÉTICA
SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br 25
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SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br

REVISÃO:        03  (02/2009)

TEST DEFINITION
ENTRY NAME FALC SAMPLE (ml) NORMAL 5.0
REPORT NAME FOSFATASE ALCALINA LOW .000 HIGH 1.25
RATIO REF FALC
TEST NUMBER * UNITS PRIM UI SEC UI
TEST TYPE CALIBRATED SEC. UNITS FACTOR 1.00000
MATH LIN REG RATE KIN BLNK PRINT DIGITS 0
REACTION DIRECTION UP
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE SERUM BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME FALC TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG RATE KIN BLNK

CAL INTERVAL (HR) *

TOLERANCE RANGE (ABS/MIN) -1000.00 TO 1000.00

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1

TEST PARA METER FIL E: REAG ENT DEFINITION
R EA GEN T N U M BER 1 FO R  TE ST FO SFATASE A L CA LIN A

R EA GEN T N A ME FAL C LIN EAR ITY  [C ] 0.00000 TO 690
LOT  ID * IN IT IA L Ad 1290

AB S L IM IT  (Ad) 1.30
R EA G VO L (mL) N OR M 236

LOW .000 H IGH 236 BE FO RE  W AS H  C YC LE S 18
F IR S T R E AD  T IM E (SE C ) 60 AF TER  W ASH  C YC LES 18
LAS T   R E AD  T IM E (SE C ) 420 M IX T IM E (SE C ) 1.00
N U M BER  O F R E AD S 6 C OO LIN G YES
R EA D  IN TE RV AL (SEC ) 60.0 C ON STA N T  IN TER C EP T 0.00000
AU X R EA G  D IS P (SEC ) 0 C OR R EC T ION  LIM IT 0.00000
R S M 0 SP EC TR AL C OR R EC T ION

PR IM SE C U SE  IN C ON ST E. F . LOW H IGH
412 /452 A 1.00 @ .000 .000
412 /452 A 1.00 .000 .000 .000
412 /452 A 1.00 .000 .000 .000
412 /452 A 1.00 .000 .000 .000
412 /452 A 1.00 .000 .000 .000
412 /MA LE 1.00 .000 .000 .000

@ = Coef icient e de ex t inção m icrom olar do PNP em 41 2 / 50 0 nm inform ado em um a et iqueta
localizada dentro da porta cent ral super ior de acesso ao sistem a elet rônico.

* Parâm etro a ser selecionado pelo usuár io

FOSFA TASE ALCALI N A CI N ÉTI CA
42 3 determ inações

PREPA RO D O REA GEN TE D E USO
Vide I nstruções de uso do k it .

CON TROLE D E QUALI DA D E
O uso de soro cont role de referência deve ser um a prát ica rot ineira do laboratór io. Recomenda-se
ut ili zar um soro cont role com valor na faixa de norm alidade  ( so r o co n t r o l e N - Do l e s)  e out ro
soro cont role de valor elevado ( so r o co n t r o le P - Do l e s) .

A BB OTT SPECTRU M CCX SERI ES É MA RCA REGI STRAD A D E A B BOTT.  ABBOTT SPECTRUM CCX SÉRIES É MARCA REGISTRADA DE SEUS PROPRIETÁRIOS.
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FOSFATO - UV

SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br

SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br
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FOSFATO - UV

TEST DEFINITION
ENTRY NAME FOSF SAMPLE (ml) NORMAL 2.25
REPORT NAME FOSFORO LOW .000 HIGH 1.25
RATIO REF FOSF
TEST NUMBER * UNITS PRIM MG/DL SEC MMOL/L
TEST TYPE CALIBRATED SEC. UNITS FACTOR 0.32300
MATH LIN REG END PT PRINT DIGITS 1
REACTION DIRECTION UP
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE REAGENT BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME FOSF TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG END PT

CAL MODE CAL ON CMD CAL INTERVAL (HR) *

INTCPT TOL [C] -1000.00 TO 1000.00 REF CAL FACTOR

% TOL OF CAL FACTOR 10 % TOL OF CAL 10
CAL LEVEL 0

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1
* * 1
* * 1
* * 1

REVISÃO:        03  (02/2009)

TEST PARAMETER FILE: REAGENT DEFINITION
REAGENT NUMBER 1 FOR TEST FOSFORO

REAGENT NAME FOSF LINEARITY [C] 0.00000 TO 20.0000
LOT ID * INITIAL Ad 1.000

ABS LIMIT (Ad) 1.20
REAG VOL (mL) NORM 236

LOW .000 HIGH 236 BEFORE WASH CYCLES 18
FIRST READ TIME (SEC) 120 AFTER WASH CYCLES 18
LAST  READ TIME (SEC) 300 MIX TIME (SEC) 1.00
NUMBER OF READS 1 COOLING NO
READ INTERVAL (SEC) 60.0 CONSTANT INTERCEPT 0.00000
AUX REAG DISP (SEC) 0 CORRECTION LIMIT 0.00000
RSM 0 SPECTRAL CORRECTION

PRIM SEC USE IN CONST E. F. LOW HIGH
340 /380 A 1.00 .000 .000 .000
340 /380 A 1.00 .000 .000 .000
340 /380 A 1.00 .000 .000 .000
340 /380 A 1.00 .000 .000 .000
340 /380 A 1.00 .000 .000 .000
340 /MA LE 1.00 .000 .000 .000

*Parâmetro a ser definido pelo usuário.

FOSFATO UV
 423 determinações

PREPARO DO REAGENTE DE USO
Vide Instruções de uso do kit.

CONTROLE DE QUALIDADE
O uso de soro cont role de referência deve ser uma prát ica rot ineira do laboratório.
Recomenda-se utili zar um soro cont role com valor na faixa de normalidade ( so r o co n t r o l e N
– Do les)  e out ro soro cont role de valor elevado ( so r o co n t r o l e P – Do les) .

ABB OTT SPECTRUM CCX SERIES É MARCA REGISTRADA DE ABBOTT.

444

  ABBOTT SPECTRUM CCX SÉRIES É MARCA REGISTRADA DE SEUS PROPRIETÁRIOS.

(mL)

m



GAMA GT CINÉTICA

GAMA GT CINÉTICA
SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br 29
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TEST DEFINITION
ENTRY NAME GGT SAMPLE (ml) NORMAL 10.0
REPORT NAME GAMA GLUTAMIL LOW .000 HIGH 5.00
RATIO REF GGT
TEST NUMBER * UNITS PRIM UI SEC UI
TEST TYPE CALIBRATED SEC. UNITS FACTOR 1.00000
MATH LIN REG RATE KIN BLNK PRINT DIGITS 0
REACTION DIRECTION UP
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE SERUM BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME GGT TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG RATE KIN BLNK

CAL INTERVAL (HR) *

TOLERANCE RANGE (ABS/MIN) -1000.00 TO 1000.00

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1

TEST PARAMETER FILE: REAGENT DEFINITION
REAGENT NUMBER 1 FOR TEST GAMA GLUTAMIL

REAGENT NAME GGT LINEARITY [C] 0.00000 TO 300.000
LOT ID * INITIAL Ad 0.700

ABS LIMIT (Ad) 1.50
REAG VOL (mL) NORM 236

LOW .000 HIGH 236 BEFORE WASH CYCLES 18
FIRST READ TIME (SEC) 60 AFTER WASH CYCLES 18
LAST  READ TIME (SEC) 420 MIX TIME (SEC) 1.00
NUMBER OF READS 6 COOLING YES
READ INTERVAL (SEC) 60.0 CONSTANT INTERCEPT 0.00000
AUX REAG DISP (SEC) 0 CORRECTION LIMIT 0.00000
RSM 0 SPECTRAL CORRECTION

PRIM SEC USE IN CONST E. F. LOW HIGH
412 /500 A 1.00 @ .000 .000
412 /500 A 1.00 .000 .000 .000
412 /500 A 1.00 .000 .000 .000
412 /500 A 1.00 .000 .000 .000
412 /500 A 1.00 .000 .000 .000
412 /MA LE 1.00 .000 .000 .000

@ = Coeficiente de extinção micromolar do PNA em 412/500 nm informado em uma etiqueta localizada
dentro da porta central superior de acesso ao sistema eletronico.

*Parâmetro a ser definido pelo usuário.

GAMA GT CINÉTICA
406 determinações

PREPARO DO REAGENTE DE USO
Vide Instruções de uso do kit.

CONTROLE DE QUALIDADE
O uso de soro cont role de referência deve ser um a prát ica rot ineira do laboratór io.
Recom enda-se ut ilizar um soro cont role com v alor na faixa de norm alidade ( so r o co n t r o le N
– Do l es)  e out ro soro cont role de valor elevado ( so r o co n t r o le P – Do les ) .

ABBOTT SPECTRUM CCX SERIES É MARCA REGISTRADA DE ABBOTT.

SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br

REVISÃO:        03  (02/2009)

  ABBOTT SPECTRUM CCX SÉRIES É MARCA REGISTRADA DE SEUS PROPRIETÁRIOS.
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GLICOSE ENZ. LÍQUIDA

GLICOSE ENZ. LÍQUIDA
SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br 31
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TEST DEFINITION
ENTRY NAME GLUC SAMPLE (ml) NORMAL 2.25
REPORT NAME GLICOSE LOW .000 HIGH 1.25
RATIO REF GLUC
TEST NUMBER * UNITS PRIM MG/DL SEC MMOL/L
TEST TYPE CALIBRATED SEC. UNITS FACTOR 0.0556
MATH LIN REG END PT PRINT DIGITS 0
REACTION DIRECTION UP
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE REAGENT BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME GLUC TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG END PT

CAL MODE CAL ON CMD CAL INTERVAL (HR) *

INTCPT TOL [C] -1000.00 TO 1000.00 REF CAL FACTOR

% TOL OF CAL FACTOR 10 % TOL OF CAL 10
CAL LEVEL 0

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1
* * 1
* * 1
* * 1

TEST PARAMETER FILE: REAGENT DEFINITION
REAGENT NUMBER 1 FOR TEST GLICOSE

REAGENT NAME GLUC LINEARITY [C] 0.00000 TO 600.000
LOT ID * INITIAL Ad 0.300

ABS LIMIT (Ad) 2.40
REAG VOL (mL) NORM 236

LOW .000 HIGH 236 BEFORE WASH CYCLES 18
FIRST READ TIME (SEC) 360 AFTER WASH CYCLES 18
LAST  READ TIME (SEC) 600 MIX TIME (SEC) 1.00
NUMBER OF READS 1 COOLING YES
READ INTERVAL (SEC) 60.0 CONSTANT INTERCEPT 0.00000
AUX REAG DISP (SEC) 0 CORRECTION LIMIT 0.00000
RSM 0 SPECTRAL CORRECTION

PRIM SEC USE IN CONST E. F. LOW HIGH
500 /604 A 1.00 .000 .000 .000
500 /604 A 1.00 .000 .000 .000
500 /604 A 1.00 .000 .000 .000
500 /604 A 1.00 .000 .000 .000
500 /604 A 1.00 .000 .000 .000
500 /MA LE 1.00 .000 .000 .000

*Parâmetro a ser definido pelo usuário.

GLICOSE ENZ. LÍQUIDA
Ref. A - 2118 determinações
Kitão – 6354  determinações

PREPARO DO REAGENTE DE USO
Vide Instruções de uso do kit.

CONTROLE DE QUALIDADE
O uso de soro controle de referência deve ser uma prát ica rot ineira do laboratório.
Recomenda-se ut ili zar um soro cont role com valor na faixa de normalidade ( so r o co n t r o l e N
– Do l es)  e out ro soro cont role de valor elevado ( sor o co n t r o l e P – Do l es) .

ABBOTT SPECTRUM CCX SERIES É MARCA REGISTRADA DE ABBOTT.

SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br

REVISÃO:        03  (02/2009)

  ABBOTT SPECTRUM CCX SÉRIES É MARCA REGISTRADA DE SEUS PROPRIETÁRIOS.

32

m

(mL)



GLUCOX 500

GLUCOX 500
SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br 33
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TEST DEFINITION
ENTRY NAME GLUC SAMPLE (ml) NORMAL 2.25
REPORT NAME GLICOSE LOW .000 HIGH 1.25
RATIO REF GLUC
TEST NUMBER * UNITS PRIM MG/DL SEC MMOL/L
TEST TYPE CALIBRATED SEC. UNITS FACTOR 0.0556
MATH LIN REG END PT PRINT DIGITS 0
REACTION DIRECTION UP
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE REAGENT BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME GLUC TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG END PT

CAL MODE CAL ON CMD CAL INTERVAL (HR) *

INTCPT TOL [C] -1000.00 TO 1000.00 REF CAL FACTOR

% TOL OF CAL FACTOR 10 % TOL OF CAL 10
CAL LEVEL 0

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1
* * 1
* * 1
* * 1

TEST PARAMETER FILE: REAGENT DEFINITION
REAGENT NUMBER 1 FOR TEST GLICOSE

REAGENT NAME GLUC LINEARITY [C] 0.00000 TO 600.000
LOT ID * INITIAL Ad 0.300

ABS LIMIT (Ad) 2.40
REAG VOL (mL) NORM 236

LOW .000 HIGH 236 BEFORE WASH CYCLES 18
FIRST READ TIME (SEC) 360 AFTER WASH CYCLES 18
LAST  READ TIME (SEC) 600 MIX TIME (SEC) 1.00
NUMBER OF READS 1 COOLING YES
READ INTERVAL (SEC) 60.0 CONSTANT INTERCEPT 0.00000
AUX REAG DISP (SEC) 0 CORRECTION LIMIT 0.00000
RSM 0 SPECTRAL CORRECTION

PRIM SEC USE IN CONST E. F. LOW HIGH
500 /604 A 1.00 .000 .000 .000
500 /604 A 1.00 .000 .000 .000
500 /604 A 1.00 .000 .000 .000
500 /604 A 1.00 .000 .000 .000
500 /604 A 1.00 .000 .000 .000
500 /MA LE 1.00 .000 .000 .000

*Parâmetro a ser definido pelo usuário.

GLUCOX 500
Ref. A - 2118 determinações
Kitão – 8474 determinações

PREPARO DO REAGENTE DE USO
Vide Instruções de uso do kit.

CONTROLE DE QUALIDADE
O uso de soro cont role de referência deve ser uma prát ica rot ineira do laboratório.
Recomenda-se utili zar um soro cont role com valor na faixa de normalidade ( so r o co n t r o l e N
– Do les)  e out ro soro cont role de valor elevado ( so r o co n t r o l e P – Do les) .

ABBOTT SPECTRUM CCX SERIES É MARCA REGISTRADA DE ABB OTT.

SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br

REVISÃO:        03  (02/2009)

  ABBOTT SPECTRUM CCX SÉRIES É MARCA REGISTRADA DE SEUS PROPRIETÁRIOS.
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MICROPROTE pirogalol

MICROPROTE pirogalol
SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br 35

32

M
an

ua
l 

de
 

A
ut

om
aç

ão
-A

b
bo

tt 
S

pe
ct

r
um

M
an

ua
l 

de
 

A
ut

om
aç

ão
-A

b
bo

tt 
S

pe
ct

r
um

SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001 - email: doles@doles.com.br

REVISÃO:        03  (02/2009)

  ABBOTT SPECTRUM CCX SÉRIES É MARCA REGISTRADA DE SEUS PROPRIETÁRIOS.

36

TEST DEFINITION
ENTRY NAME PU SAMPLE (� L) NORMAL       12
REPORT NAME P. URINA LOW HIGH
RATIO REF PU
TEST NUMBER * UNITS PRIM MG/DL SEC
TEST TYPE CALIBRATED SEC. UNITS FACTOR 0.02600
MATH 1PT CAL FACTOR END PT PRINT DIGITS 0
REACTION DIRECTION UP
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE REAGENT BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME PU TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG END PT

CAL MODE CAL ON CMD CAL INTERVAL (HR) *

INTCPT TOL [C] -1000.00 TO 1000.00 REF CAL FACTOR

% TOL OF CAL FACTOR 10 % TOL OF CAL 10
CAL LEVEL 0

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1
* * 1
* * 1
* * 1

TEST PARAMETER FILE: REAGENT DEFINITION
REAGENT NUMBER 1 FOR TEST P.URINA

REAGENT NAME PU LINEARITY [C] 0.00000 TO             120
LOT ID * INITIAL Ad 0

ABS LIMIT (Ad) 0.510
REAG VOL (� L) NORM 236

LOW .000 HIGH 236 BEFORE WASH CYCLES 18
FIRST READ TIME (SEC) 236 AFTER WASH CYCLES 18
LAST  READ TIME (SEC) 240 MIX TIME (SEC) 1.00
NUMBER OF READS 1 COOLING YES
READ INTERVAL (SEC) 60.0 CONSTANT INTERCEPT 0.00000
AUX REAG DISP (SEC) 0 CORRECTION LIMIT 0.00000
RSM 0 SPECTRAL CORRECTION

PRIM SEC USE IN CONST E. F. LOW HIGH
604 /660 A 1.00 .000 .000 .000

MICROPROTE pirogalol
Ref. 20:    211 determinações
Ref. 200:  847 determinações

OBSERVAÇÕES:
. Utilizar como calibrador o padrão que acompanha o produto.

CONTROLE DE QUALIDADE
O uso de cont role de referência deve ser uma prát ica rot ineira do laboratór io. Recomenda-se
ut ili zar um cont role com valor na faixa de normalidade e out ro cont role de valor elevado.
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(mL)



PROTEÍNAS TOTAIS

PROTEÍNAS TOTAIS
SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br

SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br
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TEST DEFINITION
ENTRY NAME PROT SAMPLE (ml) NORMAL 4.75
REPORT NAME PROTEINAS LOW .000 HIGH 2.25
RATIO REF PROT
TEST NUMBER * UNITS PRIM G/DL SEC G/L
TEST TYPE CALIBRATED SEC. UNITS FACTOR 10.0000
MATH LIN REG END PT PRINT DIGITS 2
REACTION DIRECTION UP
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE REAGENT BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME PROT TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG END PT

CAL MODE CAL ON CMD CAL INTERVAL (HR) *

INTCPT TOL [C] -1000.00 TO 1000.00 REF CAL FACTOR

% TOL OF CAL FACTOR 10 % TOL OF CAL 10
CAL LEVEL 0

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1
* * 1
* * 1
* * 1

TEST PARAMETER FILE: REAGENT DEFINITION
REAGENT NUMBER 1 FOR TEST PROTEINAS

REAGENT NAME PROT LINEARITY [C] 0.00000 TO 12.0000
LOT ID * INITIAL Ad 0.400

ABS LIMIT (Ad) 2.40
REAG VOL (mL) NORM 236

LOW .000 HIGH 236 BEFORE WASH CYCLES 18
FIRST READ TIME (SEC) 240 AFTER WASH CYCLES 18
LAST  READ TIME (SEC) 600 MIX TIME (SEC) 1.00
NUMBER OF READS 1 COOLING NO
READ INTERVAL (SEC) 60.0 CONSTANT INTERCEPT 0.00000
AUX REAG DISP (SEC) 0 CORRECTION LIMIT 0.00000
RSM 0 SPECTRAL CORRECTION

PRIM SEC USE IN CONST E. F. LOW HIGH
564 /600 A 1.00 .000 .000 .000
564 /600 A 1.00 .000 .000 .000
564 /600 A 1.00 .000 .000 .000
564 /600 A 1.00 .000 .000 .000
564 /600 A 1.00 .000 .000 .000
564 /MA LE 1.00 .000 .000 .000

*Parâmetro a ser definido pelo usuário.

PROTEÍNAS TOTAIS
2118 determinações

PREPARO DO REAGENTE DE USO
Misturar 10mL do reagente de trabalho de Biureto com 08 gotas de solução alcalina.
Após o preparo o reagente permanece estável por 07 dias se mantido entre 2-8ºC.

CONTROLE DE QUALIDADE
O uso de soro cont role de referência deve ser uma prát ica rot ineira do laboratório.
Recom enda-se ut ili zar um soro cont role com valor na faixa de norm alidade ( so r o co n t r o le N
– Dol es)  e out ro soro cont role de valor elevado ( so r o co n t r o le P – Dol es) .

ABBOTT SPECTRUM CCX SERIES É MARCA REGISTRADA DE ABBOTT.

REVISÃO:        03  (02/2009)

  ABBOTT SPECTRUM CCX SÉRIES É MARCA REGISTRADA DE SEUS PROPRIETÁRIOS.
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TRIGLICÉRIDES 120

TRIGLICÉRIDES 120
SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br 39
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TEST DEFINITION
ENTRY NAME TGR SAMPLE (ml) NORMAL 2.25
REPORT NAME TRIGLICERIDES LOW .000 HIGH 1.25
RATIO REF TGR
TEST NUMBER * UNITS PRIM MG/DL SEC MG/L
TEST TYPE CALIBRATED SEC. UNITS FACTOR 0.01130
MATH LIN REG END PT PRINT DIGITS 0
REACTION DIRECTION UP
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE REAGENT BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME TGR TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG END PT

CAL MODE CAL ON CMD CAL INTERVAL (HR) *

INTCPT TOL [C] -1000.00 TO 1000.00 REF CAL FACTOR

% TOL OF CAL FACTOR 10 % TOL OF CAL 10
CAL LEVEL 0

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1
* * 1
* * 1
* * 1

TEST PARAMETER FILE: REAGENT DEFINITION
REAGENT NUMBER 1 FOR TEST TRIGLICERIDES

REAGENT NAME TGR LINEARITY [C] 0.00000 TO 1000.000
LOT ID * INITIAL Ad 0.300

ABS LIMIT (Ad) 2.40
REAG VOL (mL) NORM 236

LOW .000 HIGH 236 BEFORE WASH CYCLES 18
FIRST READ TIME (SEC) 360 AFTER WASH CYCLES 18
LAST  READ TIME (SEC) 600 MIX TIME (SEC) 1.00
NUMBER OF READS 1 COOLING YES
READ INTERVAL (SEC) 60.0 CONSTANT INTERCEPT 0.00000
AUX REAG DISP (SEC) 0 CORRECTION LIMIT 0.00000
RSM 0 SPECTRAL CORRECTION

PRIM SEC USE IN CONST E. F. LOW HIGH
516 /604 A 1.00 .000 .000 .000
516 /604 A 1.00 .000 .000 .000
516 /604 A 1.00 .000 .000 .000
516 /604 A 1.00 .000 .000 .000
516 /604 A 1.00 .000 .000 .000
516 /MA LE 1.00 .000 .000 .000

*Parâmetro a ser definido pelo usuário.

TRIGLICÉRIDES 120
508 determinações

PREPARO DO REAGENTE DE USO
Vide Instruções de uso do kit.

CONTROLE DE QUALIDADE
O uso de soro controle de referência deve ser uma prát ica rot ineira do laboratório.
Recomenda-se utili zar um soro controle com valor na faixa de normalidade ( sor o con t ro le N
– Do les)  e outro soro controle de valor elevado ( soro con t ro le P – Do les) .

ABBOTT SPECTRUM CCX SERIES É MARCA REGISTRADA DE ABB OTT.

SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br

REVISÃO:        03  (02/2009)

  ABBOTT SPECTRUM CCX SÉRIES É MARCA REGISTRADA DE SEUS PROPRIETÁRIOS.
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TRIGLICÉRIDES ENZ. LÍQUIDO

TRIGLICÉRIDES ENZ. LÍQUIDO
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TEST DEFINITION
ENTRY NAME TGR SAMPLE (ml) NORMAL 2.25
REPORT NAME TRIGLICERIDES LOW .000 HIGH 1.25
RATIO REF TGR
TEST NUMBER * UNITS PRIM MG/DL SEC MG/L
TEST TYPE CALIBRATED SEC. UNITS FACTOR 0.01130
MATH LIN REG END PT PRINT DIGITS 0
REACTION DIRECTION UP
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE REAGENT BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME TGR TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG END PT

CAL MODE CAL ON CMD CAL INTERVAL (HR) *

INTCPT TOL [C] -1000.00 TO 1000.00 REF CAL FACTOR

% TOL OF CAL FACTOR 10 % TOL OF CAL 10
CAL LEVEL 0

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1
* * 1
* * 1
* * 1

TEST PARAMETER FILE: REAGENT DEFINITION
REAGENT NUMBER 1 FOR TEST TRIGLICERIDES

REAGENT NAME TGR LINEARITY [C] 0.00000 TO 800.000
LOT ID * INITIAL Ad 0.300

ABS LIMIT (Ad) 2.40
REAG VOL (mL) NORM 236

LOW .000 HIGH 236 BEFORE WASH CYCLES 18
FIRST READ TIME (SEC) 360 AFTER WASH CYCLES 18
LAST  READ TIME (SEC) 600 MIX TIME (SEC) 1.00
NUMBER OF READS 1 COOLING YES
READ INTERVAL (SEC) 60.0 CONSTANT INTERCEPT 0.00000
AUX REAG DISP (SEC) 0 CORRECTION LIMIT 0.00000
RSM 0 SPECTRAL CORRECTION

PRIM SEC USE IN CONST E. F. LOW HIGH
516 /604 A 1.00 .000 .000 .000
516 /604 A 1.00 .000 .000 .000
516 /604 A 1.00 .000 .000 .000
516 /604 A 1.00 .000 .000 .000
516 /604 A 1.00 .000 .000 .000
516 /MA LE 1.00 .000 .000 .000

*Parâmetro a ser definido pelo usuário.

TRIGLICÉRIDES ENZIMÁTICO LÍQUIDO
847 determinações

PREPARO DO REAGENTE DE USO
Vide Instruções de uso do kit.

CONTROLE DE QUALIDADE
O uso de soro controle de referência deve ser uma prát ica rot ineira do laboratório.
Recomenda-se utili zar um soro controle com valor na faixa de normalidade ( sor o con t ro le N
– Do les)  e outro soro controle de valor elevado ( soro con t ro le P – Do les) .

ABBOTT SPECTRUM CCX SERIES É MARCA REGISTRADA DE ABB OTT.

REVISÃO:        03  (02/2009)
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TEST PARAMETER FILE: REAGENT DEFINITION

REAGENT NUMBER 1 FOR TEST ACIDO URICO

REAGENT NAME ACURIC LINEARITY [C] 0.00000 TO 14.0000
LOT ID * INITIAL Ad 0.300

ABS LIMIT (Ad) 1.80
REAG VOL (mL) NORM 236

LOW 236 HIGH 236 BEFORE WASH CYCLES 18
FIRST READ TIME (SEC) 60 AFTER WASH CYCLES 18
LAST  READ TIME (SEC) 600 MIX TIME (SEC) 1.00
NUMBER OF READS 1 COOLING YES
READ INTERVAL (SEC) 60.0 CONSTANT INTERCEPT 0.00000
AUX REAG DISP (SEC) 0 CORRECTION LIMIT 0.00000
RSM 0 SPECTRAL CORRECTION

PRIM SEC USE IN CONST E. F. LOW HIGH
516 /604 A 1.00 .000 .000 .000
516 /604 A 1.00 .000 .000 .000
516 /604 A 1.00 .000 .000 .000
516 /604 A 1.00 .000 .000 .000
516 /604 A 1.00 .000 .000 .000
516 /MA LE 1.00 .000 .000 .000

*Parâmetro a ser definido pelo usuário.

URATO 160
670 determinações

PREPARO DO REAGENTE DE USO
Vide Instruções de uso do kit.

CONTROLE DE QUALIDADE
O uso de soro cont role de referência deve ser uma prát ica rot ineira do laboratório.
Recomenda-se utili zar um soro cont role com valor na faixa de normalidade ( so r o co n t r o l e N
– Do les)  e out ro soro cont role de valor elevado ( so r o co n t r o l e P – Do les) .

ABBOTT SPECTRUM CCX SERIES É MARCA REGISTRADA DE ABB OTT.

TEST DEFINITION
ENTRY NAME ACURIC SAMPLE (ml) NORMAL 4.75
REPORT NAME ACIDO URICO LOW .000 HIGH 2.50
RATIO REF ACURIC
TEST NUMBER * UNITS PRIM MG/DL SEC mmMOL/L
TEST TYPE CALIBRATED SEC. UNITS FACTOR 59.5
MATH LIN REG END PT PRINT DIGITS 1
REACTION DIRECTION UP
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE REAGENT BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION

TEST NAME ACURIC TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG END PT

CAL MODE CAL ON CMD CAL INTERVAL (HR) *

INTCPT TOL [C] -1000.00 TO 1000.00 REF CAL FACTOR *

% TOL OF CAL FACTOR 10 % TOL OF CAL 10
CAL LEVEL 0

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1
* * 1
* * 1
* * 1

REVISÃO:        03  (02/2009)

  ABBOTT SPECTRUM CCX SÉRIES É MARCA REGISTRADA DE SEUS PROPRIETÁRIOS.
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URATO ENZ. LÍQUIDO

URATO ENZ. LÍQUIDO
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TEST PARAMETER FILE: REAGENT DEFINITION

REAGENT NUMBER 1 FOR TEST ACIDO URICO

REAGENT NAME ACURIC LINEARITY [C] 0.00000 TO 14.0000
LOT ID * INITIAL Ad 0.300

ABS LIMIT (Ad) 1.80
REAG VOL (mL) NORM 236

LOW 236 HIGH 236 BEFORE WASH CYCLES 18
FIRST READ TIME (SEC) 60 AFTER WASH CYCLES 18
LAST  READ TIME (SEC) 600 MIX TIME (SEC) 1.00
NUMBER OF READS 1 COOLING YES
READ INTERVAL (SEC) 60.0 CONSTANT INTERCEPT 0.00000
AUX REAG DISP (SEC) 0 CORRECTION LIMIT 0.00000
RSM 0 SPECTRAL CORRECTION

   PRIM SEC USE IN CONST E. F. LOW HIGH
  516 /604 A 1.00 .000 .000 .000
  516 /604 A 1.00 .000 .000 .000
  516 /604 A 1.00 .000 .000 .000
  516 /604 A 1.00 .000 .000 .000
  516 /604 A 1.00 .000 .000 .000
  516 /MA LE 1.00 .000 .000 .000

*Parâmetro a ser definido pelo usuário.

URATO ENZIMÁTICO LÍQUIDO
847 determinações

PREPARO DO REAGENTE DE USO
Vide Instruções de uso do kit.

CONTROLE DE QUALIDADE
O uso de soro cont role de referência deve ser uma prát ica rot ineira do laboratório.
Recomenda-se utili zar um soro cont role com valor na faixa de normalidade ( so r o co n t r o l e N
– Do les)  e out ro soro cont role de valor elevado ( so r o co n t r o l e P – Do les) .

ABBOTT SPECTRUM CCX SERIES É MARCA REGISTRADA DE ABB OTT.

TEST DEFINITION
ENTRY NAME ACURIC SAMPLE (ml) NORMAL 4.75
REPORT NAME ACIDO URICO LOW .000 HIGH 2.50
RATIO REF ACURIC
TEST NUMBER * UNITS PRIM MG/DL SEC mmMOL/L
TEST TYPE CALIBRATED SEC. UNITS FACTOR 59.5
MATH LIN REG END PT PRINT DIGITS 1
REACTION DIRECTION UP
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE REAGENT BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION

TEST NAME ACURIC TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG END PT

CAL MODE CAL ON CMD CAL INTERVAL (HR) *

INTCPT TOL [C] -1000.00 TO 1000.00 REF CAL FACTOR *

% TOL OF CAL FACTOR 10 % TOL OF CAL 10
CAL LEVEL 0

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1
* * 1
* * 1
* * 1

REVISÃO:        03  (02/2009)

  ABBOTT SPECTRUM CCX SÉRIES É MARCA REGISTRADA DE SEUS PROPRIETÁRIOS.
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URÉIA - UV

URÉIA - UV
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SAC: (62) 3269 0000 (Grande Goiânia) / 0800 644 6433 (Demais localidades) / F AX: (62) 3269 0001  - email: doles@doles.com.br

REVISÃO:        03  (02/2009)

TEST PARAMETER FILE: REAGENT DEFINITION
REAGENT NUMBER 1 FOR TEST UREIA UV

REAGENT NAME UREUV LINEARITY [C] 0.00000 TO 200.000
LOT ID * INITIAL Ad 2.00

ABS LIMIT (Ad) 0.800
REAG VOL (mL) NORM 236

LOW .000 HIGH 236 BEFORE WASH CYCLES 18
FIRST READ TIME (SEC) 120 AFTER WASH CYCLES 18
LAST  READ TIME (SEC) 120 MIX TIME (SEC) 1.00
NUMBER OF READS 1 COOLING YES
READ INTERVAL (SEC) 60.0 CONSTANT INTERCEPT 0.00000
AUX REAG DISP (SEC) 0 CORRECTION LIMIT 0.00000
RSM 0 SPECTRAL CORRECTION

PRIM SEC USE IN CONST E. F. LOW HIGH
340 /380 A 1.00 .000 .000 .000
340 /380 A 1.00 .000 .000 .000
340 /380 A 1.00 .000 .000 .000
340 /380 A 1.00 .000 .000 .000
340 /380 A 1.00 .000 .000 .000
340 /MA LE 1.00 .000 .000 .000

*Parâmetro a ser selecionado pelo usuário

URÉIA UV
847 determinações

PREPARO DO REAGENTE DE USO
Vide Instruções de uso do kit.

CONTROLE DE QUALIDADE
O uso de soro controle de referência deve ser uma prática rotineira do laboratório. Recomenda-se utilizar um
soro controle com valor na faixa de normalidade  (soro controle N - Doles) e outro soro controle de valor
elevado (soro controle P - Doles).

ABBOTT SPECTRUM CCX SERIES É MARCA REGISTRADA DE ABBOTT.
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  ABBOTT SPECTRUM CCX SÉRIES É MARCA REGISTRADA DE SEUS PROPRIETÁRIOS.

TEST DEFINITION
ENTRY NAME UREUV SAMPLE (ml) NORMAL 2.25
REPORT NAME UREIA UV LOW .000 HIGH 1.25
RATIO REF UREUV
TEST NUMBER * UNITS PRIM MG/DL SEC MMOL/L
TEST TYPE CALIBRATED SEC. UNITS FACTOR 0.166
MATH LIN REG END PT PRINT DIGITS 0
REACTION DIRECTION DOWN
REAGENTS 1 INST MUL 1.00000 INT 0.00000
TEMPERATURE (C) 37 NORMAL [C] * TO *
TEST BLANK TYPE SERUM BLANK
COMB TEST NAME * SAMPLE DYSP DELAY (SEC) 0
EDIT TIME

LINEAR MODEL CALIBRATION DEFINITION
TEST NAME UREUV TEST TYPE CALIBRATED
COMB TEST * MATH MODEL LIN REG END PT

CAL MODE CAL ON CMD CAL INTERVAL (HR) *

INTCPT TOL [C] -1000.00 TO 1000.00 REF CAL FACTOR

% TOL OF CAL FACTOR 10 % TOL OF CAL 10
CAL LEVEL 0

CALIBRATOR LEVEL [C] REPLICATES
WATER 0.00000 1
* * 1
* * 1
* * 1

m

(mL)


